
Firestone Boulevard Street Improvement Project (Frequently Asked Questions) 
 
 
 
Q:           What are the Firestone Boulevard Street Improvement project limits? 
A:            The project limits, approximately 1.25 miles of roadway are from Old River School Road to 
Brookshire Avenue. 
 
Q:           What improvements are being constructed? 
A:            The improvements include storm drain and potable water system infrastructure improvements, 
construction of new raised landscaped median islands (with irrigation) where they currently do not exist, 
reconstruction of existing raised median islands and replacement of existing landscaping and irrigation, 
installation of new parkway trees, ornamental street and pedestrian lighting, decorative sidewalk pavers 
and the rehabilitation of the existing street pavement. 
 
Q:           Are there any special improvements being constructed in the downtown area? 
A:            Yes.  In the downtown area, between Myrtle Avenue and Dolan Avenue, streetscape 
enhancement features such as decorative sidewalk pavers; ornamental street lighting and gateway 
monuments; precast concrete walls and seating areas, planting pots, median palm trees and parkway 
trees; benches and litter receptacles; bus shelters and bike racks are being constructed. 
 
Q:           Does the project feature any environmentally‐friendly, or “green” elements? 
A:            Yes.  Several environmentally‐friendly, or “green” elements are included in the project such as 
rubberized asphalt pavement utilizing crumb rubber particles from recycled tires, drought‐tolerant 
landscaping, median island drainage which promotes groundwater infiltration and ornamental street 
and pedestrian lighting featuring light‐emitting diode (LED) energy‐saving lighting fixtures. 
 
Q:           What is the estimated project cost? 
A:            The estimated project cost is $4.3 million. 
 
Q:           Where funding sources are being used to fund the project? 
A:            Numerous funding sources are being used from the Fiscal Year 2013‐2014 Capital Improvement 
Program.  The funding sources include Firestone Boulevard Relinquishment funds, Water and Sewer 
Infrastructure Rehabilitation funds, Proposition C funds and Measure R funds.  Please note that City 
general funds are not being used on this project. 
 
Q:           When will the project be completed? 
A:            It is anticipated that the project will be completed in October 2014. 
 
Q:           Will traffic be impacted by the construction? 
A:            Yes.  Like all street improvement projects, traffic will be impacted.  During working hours, traffic 
may be reduced to one lane as necessitated by the construction work.  However, during non‐working 
hours, two traffic lanes in each direction will remain open on Firestone Boulevard. 
 
Q:           Why aren’t the street improvements constructed at night? 
A:            Unfortunately, not all improvements can be constructed at night.  However, it is anticipated 
that the paving work, the work that impacts traffic the most, will be constructed at night. 



 
Q:           Are existing street trees being removed as part of this project? 
A:            Yes.  Unfortunately, some of the existing trees must be removed for the new 
improvements.  However, it is anticipated that over two hundred and thirty (230) new trees of varying 
species will be planted to beautify the Firestone Boulevard corridor. ansewers regarding the subject 
project for future reference.  
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